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CHINA'S BEST BRAND

MODEL NO. : ZB MAX J+

High Speed Rapier Jacquard Loom

ZB Max J+ High Speed Rapier Jacquard Weaving Machines
Advanced Level High Speed Loom

Features

* Transmission : Vertical Shaft Transmission
« Weft Insertion Method : Suspension Guide Hook / Free Flight Weft Insertion Method.
« Shedding : Electrical Jacquard Opening Easy to use Maximum Hook 12288 use.

For Contact: +919825516163 /+9197276 24658



ZB Max J+EEiE8IfFiRERN  Machine Specification :

Width 190, 210, 220, 230, 250, 260, 280, 300, 320, 340, 360.
Speed Zb Max J+ 340cm Loom Can Run 250 - 350 Rpm

Power Super Motor Tarque @ 150 Nm
Take Up ETU ( Servo Motar ) Fabric Roll Diameter 600 mm ( On Loom)
Let Up ETU ( Servo Motar ) Beam Plate Diameter 800 mm & 1000 mm

Stepper Motor Control, High Speed Rotary Electronic

Colour Weft Selector ( 8-12 Colour) 16 Colour Max.
Shedding Electrosnic .Jacquard Hoo!< Range 1344—12288
ubject to warp width of design.
Selvedge Stepper Motor Entrails Independent Selvedge Unit Or Dobby Control
Yarn Cotton 3°To 80°, Short Filament 5 tex to 1000 Tex. Long Filament 100-3000 D
Pick Density 3-200 Picks / cm

Shreeji International Inc.

Plot No. 125/126, Royal Ind. Estate,
Opp. Shiv Shakti Ind. Estate At Delad, Sayan-Amroli Road, Sayan, Surat. (Guj.) India.

Email : info@emmetek.co.in, royalnet2001@gmail.com

Contact :
+91 98255 16163 / +91 97276 24658




